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CONTRACTOR TO CUT EXISTING ROOFING SYSTEM AND METAL DECK AS
REQURED TO INSTALL ROOF CURB AND AIR HANDLING UNITS.
CONTRACTOR TO PATCH AND REPAIR ROOF TO PROVIDE A WATERTIGHT SEAL.
REFER TO STRUCTURAL AND MPE DRAWINGS FOR RELATED WORK IN THIS AREA.

R1

CONTRACTOR TO CUT EXISTING ROOFING SYSTEM AND METAL DECK AS REQURED
TO INSTALL THRU�ROOF MECHANICAL DUCT AND ROOF CURB.
CONTRACTOR TO PATCH AND REPAIR ROOF TO PROVIDE A WATERTIGHT SEAL.
REFER TO STRUCTURAL AND MPE DRAWINGS FOR RELATED WORK IN THIS AREA.

R2

CONTRACTOR TO CUT EXISTING ROOFING SYSTEM AND METAL DECK AS
REQURED TO INSTALL ROOF CURB FOR MECHANICAL EXHAUST FAN.
CONTRACTOR TO PATCH AND REPAIR ROOF TO PROVIDE A WATERTIGHT SEAL.
REFER TO STRUCTURAL AND MPE DRAWINGS FOR RELATED WORK IN THIS AREA.

R4

NOT USEDR3

CONTRACTOR TO CUT EXISTING ROOFING SYSTEM AND METAL DECK AS REQURED
TO INSTALL ROOF CURB FOR MECHANICAL VENT ROOF CAP.
CONTRACTOR TO PATCH AND REPAIR ROOF TO PROVIDE A WATERTIGHT SEAL.
REFER TO STRUCTURAL AND MPE DRAWINGS FOR RELATED WORK IN THIS AREA.

R5

CONTRACTOR TO CUT EXISTING WALL SYSTEM AND PROVIDE FRAMING
SUPPORT AS REQURED TO INSTALL ALUMINUM LOUVER. CONTRACTOR TO
PATCH AND REPAIR WALL TO PROVIDE A WATERTIGHT SEAL. REFER TO MPE
DRAWINGS FOR RELATED WORK IN THIS AREA.

R6

INSTALL 2" INSULATED BLANK�OFF PANEL BEHIND EXISTING LOUVER TO REMAIN. .
REFER TO MPE DRAWINGS FOR RELATED WORK IN THIS AREA.

R7

INSTALL 6" THICK CONCRETE HOUSEKEEPING PAD 6" LARGER THAN
MECHANICAL UNIT ON EACH SIDE FOR NEW MECHANICAL UNIT. REFER TO MPE
DRAWINGS FOR RELATED WORK IN THIS AREA.  REFER TO STRUCTURAL
DRAWINGS FOR DETAIL.

R8

1. ALL DEMOLITION AND PATCHING WORK TO BE PERFORMED IN ACCORDANCE
WITH SPECIFICATION SECTION 01 73 29, CUTTING AND PATCHING AND SECTION 02 41
00, DEMOLITION.

2. NOTIFY ARCHITECT OF DISREPANCIES BETWEEN EXISTING CONDITIONS AND
DRAWINGS BEFORE PROCEEDING WITH SELECTIVE DEMOLITION.

3. REMOVE NO MORE EXISTING ROOFING THAN WHAT CAN BE COVERED IN ONE
DAY BY NEW ROOFING AND SO THAT BUILDING INTERIOR REMAINS WATERTIGHT AND
WEATHERTIGHT.

4. REMOVE, REPLACE, PATCH AND REPAIR MATERIALS AND SURFACES CUT OR
DAMAGED DURING DEMOLITION AND INSTALLATION, BY METHODS AND WITH
MATERIALS SO AS NOT TO VOID EXISTING ROOF WARRANTIES. NOTIFY ROOF
WARRANTOR BEFORE PROCEEDING.

5. NOTIFY ROOF WARRANTOR ON COMPLETION OF SELECTIVE DEMOLITION, AND
OBTAIN DOCUMENTATION VERIFYING THAT EXISTING ROOF SYSTEM HAS BEEN
INSPECTED AND WARRANTY REMAINS IN EFFECT. SUBMIT DOCUMENTATION AT
PROJECT CLOSEOUT.

6. NEW FLASHING AND SEALANT SHALL BE COMPATIBLE WITH EXISTING ROOFING
SYSTEM.

7. SUPPORT EXISTING METAL DECK AT ALL NEW ROOF PENETRATIONS AS SHOWN
ON  STRUCTURAL DRAWINGS.

8. PROVIDE CRICKETS AT ALL NEW ROOF CURBS, EQUIPMENT SUPPORTS AND
ENCLOSURES TO ENSURE POSITIVE DRAINAGE TO EXISTING ROOF DRAINS.

9. CRICKETS SLOPE 1/2" PER FOOT.

SEALING MATERIAL

FASTENERS, MIN. TWO FASTENERS
PER SIDE

REMOVABLE SHEET METAL
COUNTERFLASHING

ROOFTOP EQUIPMENT FRAME

FASTENERS AT 8" O.C. MIN.

PRIME SURFACE AS REQUIRED

MULTIPLE�PLY MEMBRANE
BASE FLASHING FEATHERED
AT FIELD OF ROOF

BACKER

EXISTING MULTIPLE�PLY BUILT UP
ROOF MEMBRANE

EXISTING THERMAL INSULATION

WOOD NAILER

INSULATED
PREFABRICATED
METAL CURB

2 X 6 MIN. WOOD
NAILER ATTACHED TO
SUBSTRATE OVERALL
THICKNESS TO MATCH
INSULATION

EXTENDED FIELD PLIES
ABOVE TO OF CANT

CANT

4" MIN.
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MECHANICAL UNIT, HOOD, ECT.

BASE OF UNIT EXTENDS
1/2" MIN. BEYOND TOP
OF CURB

SEALING MATERIAL
MUST BE CONTINOUS
ON TOP OF THE CURB

1" MIN. BELOW CURB

WOOD NAILER

FASTENERS

FLASHING RECEIVER

BASE FLASHING

RAISED CURB

INSULATION

NOTES:
1.  THE CURBS, TOP WOOD NAILER AND SEAL STRIP ARE TO BE
     SUPPLIED BY THE CURB MANUFACTURER.
2.  WHEN POSSIBLE, THE MECHANICAL UNIT SHOULD NOT BE SET
     UNTIL THE ROOF MEMBRANE AND FLASHING HAVE BEEN
     INSTALLED.
3.  WHERE THE MECHANICAL UNIT FRAME OVERLAPS
     THE BASE FLASHING AT LEAST 3" THE REMOVABLE
     SHEET METAL COUNTERFLASHING IS NOT REQUIRED.
4.  PATCH ROOF TO PROVIDE A WATER TIGHT SEAL AFTER
     INSTALLATION OF ROOF MECHANICAL & PLUMBING WORK.

STEEL SUPPORT ANGLES
SEE STRUCTURAL DRAWINGS

CLIP ANGLE
2'�0"OC MAX,
(3) PER JAMB MIN.

BIRD SCREEN

4" DRAINABLE
ALUMINUM LOUVER
WITH FLANGE FRAME

EXISTING WALL
CONSTRUCTION

DOUBLE METAL STUD JAMB

J�BEAD

5/8" TYPE 'X' GYPSUM WALL BOARD
PATCH, PAINT AND FINISH TO MATCH
EXISTING ADJACENT SUFACES3/8"

SEALANT

METAL FLASHING

SEALANT

4" DRAINABLE ALUMINUM LOUVER
WITH FLANGE FRAME

SILL/PAN FLASHING SET IN A
BED OF SEALANT W/ END DAMS

EXISTING WALL CONSTRUCTION (V.I.F.):
1" E.I.F.S. ON
5/8" SHEATHING ON
4" METAL STUD WITH
5/8" GYPSUM WALLBOARD

EXISTING METAL STUDS CUT AND
FRAMED TO RECEIVE LOUVER.

EXISTING METAL STUDS CUT AND
FRAMED TO RECEIVE LOUVER.
FRAME OPENING PRIOR TO
CUTTING EXTERIOR FINISH SYSTEM.

METAL STUD BOX BEAM

BIRDSCREEN

J�BEAD

J�BEAD

5/8" TYPE 'X' GYPSUM WALL BOARD
PATCH, PAINT AND FINISH TO MATCH
EXISTING ADJACENT SURFACES.

5/8" TYPE 'X' GYPSUM WALL BOARD
PATCH, PAINT AND FINISH TO MATCH
EXISTING ADJACENT SURFACES.
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SEALANT
BOTH SIDES ALL AROUND

2'�0" A.F.F.

LOUVER SILL
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6" DRAINABLE ALUMINUM LOUVER

EXISTING BRICK

EXISTING CMU

EXISTING BRICK SHELF ANGLE

EXISTING CONCRETE BEAM

EXISTING BRICK

.050 FORMED ALUMINUM SILL PAN
WITH END DAMS
SET IN A BED OF SEALANT.
FINISH TO MATCH LOUVER.
SEAL ALL PENETRATIONS IN SILL PAN.

SNAP�IN COVER RECEPTOR

BIRD SCREEN
TOP 1'�10" OF LOUVER
COORDINATE WITH
MECHANICAL DRAWINGS

BLANK�OFF PANEL
BOTTOM 4'�9" OF LOUVER
COORDINATE WITH
MECHANICAL DRAWINGS
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SEALANT AND BACKER ROD

CLIP ANGLE, 2'�0"O.C. MAX.
(4) PER JAMB MIN.

BIRD SCREEN
(ABOVE)

6" DRAINABLE ALUMINUM
LOUVER WITH FLANGE FRAME

SNAP�IN COVER RECEPTOR

SEALANT AND BACKER ROD

E
X

IS
TI

N
G

 W
A

LL
 C

O
N

S
TR

U
C

TI
O

N

3/8"

BLANK�OFF PANEL
(BELOW)

TEMPERATURE APPROPRIATE
ELASTOMERIC SEALANT

DRAWBAND OR WELD
COVER TO STACK

INSULATE VOID AS REQUIRED

FASTENERS MINIMUN TWO
FASTENERS PER SIDE

FASTENERS 8" O.C.

MEMBRANE FLASHING SHEET
ADHERED TO BACKER, MOP
OR COLD APPLIED

SHEET METAL
COUNTER FLASHING

BACKER

EXISTING MULTIPLE�PLY
BUILT UP ROOF MEMBRANE

EXISTING THERMAL INSULATION

EXITING ROOF DECK

CANT

VARIES

2 X 6 MIN. PERSERVATIVE
TREATED WOOD NAILER
ATTACHED TO SUBSTRATE
OVER ALL THICKNESS TO MATCH
INSULATION
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NOTES:

1. THIS DETAIL ALLOWS THE OPENING TO BE COMPLETED BEFORE THE STACK IS PLACED.
2. THE CLEARANCE NECESSARY BETWEEN THE OPTIONAL GYPSUM OR METAL LINER AND THE STACK AND THE NEED FOR INSULATION WILL
    DEPEND ONTHE TEMPERTURE OF THE MATERIAL HANDLED BY THE STACK.
3. REFER TO THE ARCHITECTURAL SHEET METAL SECTION OF THE NRCA ROOFING AND WATERPROOFING MANUAL FOR JOINERY AND
    SECUREMANT OPTIONS FOR SHEET METAL.
4. REFER TO THE BUR/MB INTRODUCTION FOR ADDITIONAL INFORMATION.
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 1/8" = 1'�0"
B1

PENTHOUSE 1 ARCHITECTURAL AND DIMENSION PLAN
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F1

BUILDING 27 ROOF PLAN

 1 1/2" = 1'�0"
F4

MOP OR COLD APPLIED FLASHING AT INSULATED PREFABRICATED METAL CURB

 3" = 1'�0"
B5

LOUVER L�1 JAMB DETAIL

 3" = 1'�0"
B4

LOUVER L�1 HEAD & SILL DETAIL

 1/4" = 1'�0"
B2

LOUVER ELEVATIONS

 3" = 1'�0"
B7

LOUVER  L�2 HEAD & SILL DETAIL

 3" = 1'�0"
A5

LOUVER L�2 JAMB DETAIL

 1 1/2" = 1'�0"
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MOP OR COLD APPLIED FLASHING AT ISOLATED STACK FLASHING
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